11-06-2006

ALL FIRE HYDRANTS SHALL BE PAINTED DAVIS

PAINT COMPANY, CITY OF LYNCHBURG

LIME GREEN. FIRE HYDRANTS WITH A WORKING
PRESSURE GREATER THAN 100 PSI SHALL HAVE
THE 2 1/2" CONNECTION CAPS PAINTED

GLOSS BLACK.

SEE NOTE 3 TYPICAL EYE BOLT

NOT TO SCALE

VARIES

24" MAX.
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VDOT No. 57 \W ‘ FIRE HYDRANT TO BE CENTERED :J,\,\J\HEHESEW

STONE (1/2 ] (WHERE POSSIBLE) IN 4'x4’x4” 6" GATE VALVE

Cu. Yd.) = CONCRETE PAD OVER 4" (NORMALLY OPEN)

COMPACTED VDOT No. 21A
CONCRETE HORIZONTAL

STONE

ANCHOR (SEE DETAIL
SCREW TYPE VALVE BOX ® 26.02 FOR SIZE)
SEE DETAIL 26.16 €] - ‘m,u
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MAXIMUM ONE THREADED COUPLING.
OTHERWISE THRUST COLLAR WILL BE u\#: A307 BRIDAL
REQUIRED (ROD BOTH DIRECTIONS TIE RODS WITH
FROM BLOCKING) STAR JOINT

SEE TIE ROD CHART FOR NUMBER RESTRAINT SYST
OF TIE RODS REQUIRED ES NT SYSTEM

VARIES VARIES

TYPICAL EYE BOLT
(SEE DETAIL ABOVE)
SIZE DEPENDENT ON
SIZE OF TIE RODS

WRAP STONE
WITH FILTER FABRIC

NOTES:
MEG—A—LUGS MAY BE SUBSTITUTED FOR TIE RODS UPON APPROVAL BY THE CITY
ENGINEER.

CHAINS ON FIRE HYDRANTS TO BE REMOVED.
HYDRANTS TO BE PLACED WITH PUMPER NOZZLE FACING THE STREET OR AS
OTHERWISE DIRECTED.

WHEN VALVE BOX IS PLACED OUTSIDE OF PAVEMENT, PROVIDE PRECAST SHOULDER
SLAB. (DETAIL 26.18)

WHEN FIRE HYDRANTS ARE INSTALLED WHERE ROADWAY HAS A DRAINAGE DITCH AND
NO CURB & GUTTER, MINUMUM COVER SHALL BE 24” FROM THE BOTTOM OF DITCH.
SEE TIE ROD CHART (DETAIL 26.03) FOR NUMBER OF RODS REQUIRED.

WHERE HYDRANT IS SET BEHIND GUARDRAIL, CENTERLINE OF PUMPER NOZZLE TO
BE A MINIMUM OF 12” AND A MAXIMUM OF 18" ABOVE TOP OF GUARDRAIL.

THE CITY OF LYNCHBURG

SCALE: DETAIL #

TYPICAL FIRE HYDRANT A
CONNECTION DETAIL —1—

11-06-2006 1 1

MAIN SHALL BE 6" OR LARGER

USE WITH THE CITY OF LYNCHBURG STANDARD SPECIFICATIONS ONLY




